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PROGRAMME INFORMATION 

Prog ramme Operator: 

Product Category Rules: 

TURKEY 

EPD l nternational AB Box, 210 60, SE-100 
31, Stockholm, Sweden 

E-mail: info@environdec.com

Regional Office: EPD Turkey, Nef 09 B Blok 
7/15, Kağıthane/ lstanbul, Turkey 

www.epdturkey.org 

CEN Standard EN 15804:2012+A2:2019, Product 
Category Rules (PCR): Construction 
Products 2019:14. version 1.2.4, 

UN CPC code: 3752 Boards, Blocks, and similar 
articles of vegetable fi bre, straw or wood waste 
agglomerated with mineral binders. 

PCR Review was Conducted by: 

The Technical Committee of the International EDP System. Review Chair: Martin Erlandsson, IVL
Swedish Environmental Research Institute.

lndependent third-party verification of the declaration and data, according to ISO 14025:2006:    

O EPD process certification xO EPD verification

Third Party Verifier: 

Third party verifier: Prof. Vladimír Koci
Approved by: The International EPD® System Technical Committee, supported by the 
Secretariat 

in case of recognised individual verifiers: 
Approved by: The lnternational EPD® System 

Procedure for follow-up of data during EPD validity involves third party verifier: 
0Yes x0No

The EPD owner has the sole ownership, liability, and responsibility for the EPD. 

EPDs within the same product category but from different programmes may not be comparable. 

EPDs of construction products may not be comparable if they do not comply with EN 15804. For 

further information about comparability, see EN 15804:A2 and ISO 14025 



About the Manufacturer Company:
Foundations of Bilkent Holding were established by Prof.Dr. İhsan Doğramacı in 1968 to operate in construction sector.

TEPE BETOPAN YAPI MALZEMELERİ SAN. TİC. A.Ş., operating under the roof of Bilkent Holding, has established first cemented particle board 
factory in Bilkent, Ankara in Turkey in year 1984 and by starting with production of its registered brand Betopan®  it has realized its first export 
in 1987.

The factory was revised in 1999 by using modern technology systems and the capacity was doubled. With the purchase of the other 
cement bonded particle board factory established in Arhavi in 2001, the company became the only related corporation in Turkey, and one of the few 
manufacturers in the world with its capacity of 60,000 m3 Betopanplus® product, both surfaces of which are reinforced with natural minerals, 
with a very low relative humidity movement, and high strength joined the company’s product range in 2001 as a result of R&D activities carried 
out within the company.

In the years to follow, wooden-textured Yalıpan® and stone-textured Taşonit® products with Betopanplus® features were offered to the 
market.In 2008, the production line in Arhavi was moved to the Ankara-Bilkent Facilities and all production was combined at one point.

The company expanded its product range with new surface textured products in middle of year 2011, upon the growing demand and 
interest in the exterior panels and cladding system.

Considering it as a principle to produce nature friendly, natural products with its information accumulation, Tepe Betopan A.Ş. started the 
production of tepePAN brand fiber reinforced cement board (Fibercement Board) in 2014 by establishing its second factory with an annual 
capacity of 50,000 m3 in Ankara ASO 2nd OSB Facilities, which has LEED Gold Certificate.

In year 2017 starting with wood textured tepePAN Wood, stone textured tepePAN Stone branded products, the company introduced 
fiber-reinforced cemented board products in different decorative textures to the market. Producing Turkey's first building board, Tepe 
Betopan manufactured the first self-colored fiber cement board in our country, Tepe Unique Pro, in 2019.

Our company, which is epitomic for the sector in every sense with its social responsibility projects, respect for the environment, importance to 
business ethics and quality policies, was included in the TURQUALITY® – Brand Program in 2014 in order to ensure the continuity of its 
development in the international competitive environment and to contribute to the positive “Made in Turkey” image abroad. Our company was 
accepted to the Turquality support program in 2020.

 Following the press investment commissioned in 2021, tepePAN Pro, with its high strength feature, has joined the product range. In the same 
year, Tepe Betopan became one of the 4 Turkish partners participating in the Iceberg Project within the scope of EU Horizon 2020, where world-
class science, the development of advanced research skills, and the access of researchers to the best infrastructures are supported.

 Tepe Betopan, which brought the new generation under roofing sheet under the brand of tepePAN Roof to the sector in 2021, continues its quality 
journey with the surface calibration, water-repellent application, and furnace investments made in the tepePAN factory in 2021 in line with the 
goal of "Always forward, to the best", which our founder also pointed out.

 Our company, a member of İMSAD - Building Materials Manufacturers Association, is one of the few manufacturers in the world, exporting to 
more than 50 countries on 5 continents, producing both cement-bonded particleboard and fiber cement board.
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o 3 PRODUCT INFORMATION TURKEY 

About the tepePAN® 

They are fiber-based, flat-surfaced, multi-purpose cement boards 

consisting of a mixture of cement and cellulose, as well as various 

chemicals that are harmless to health. it is highly fire resistant and nature 

friendly as well as it is suitable for use on the interior and exterior of all 

kinds of buildings. The advantages, dimensions, and usage areas of tepePAN, 

which is preferred in all areas where high strength is required, are given 

below. 

in addition, there are several other products with the same characteristics 

and production method as the tepePAN® product, but with a difference in 

pattern. These products are tepePAN Wood®, tepePAN Stone®, tepePAN 

Brick®, tepePAN BrickStone ®, tepePAN Roof®. 

Areas of Application 
• in the construction of interior and exterior walls of all kinds of buildings,

• in ventilated facade system,

• in insulated cladding systems,

• On all surfaces in prefabricated and light steel structures,

• in the building sections created with steel construction,

• As a finishing material, only by painting,

• As a backerboard under all kinds of coatings in exterior and interior

spaces, wallpaper or ceramics,

• in wet spaces, under tile applications,

• in interior and exterior ceiling coverings,

• in suspended ceiling systems,

• in the construction of the fire wall,

• Where sound insulation is required,

• in thermal insulation systems,

• As the backer board of roof coverings,

• As a supporter for cabinets or panels,

• On the walls, parapets and ceilings of balconies and terraces,

• On the soffit and fascia,

• in steel column coatings,

• in the construction of site perimeter fences,

• On shaft walls. ,, 
TEPE

., 

BETOPAN 



o 3 PRODUCT INFORMATION 

About the tepePAN® 

Advantages 
• in the construction of interior and exterior walls of all kinds of buildings,

• in ventilated facade system,

• in insulated cladding systems,

• On all surfaces in prefabricated and light steel structures,

• in the building sections created with steel construction,

• As a finishing material, only by painting,

• As a backerboard under all kinds of coatings in exterior and interior spaces,

wallpaper or ceramics, 

• in wet spaces, under tile applications,

• in interior and exterior ceiling coverings,

• in suspended ceiling systems,

• in the construction of the fire wall,

• Where sound insulation is required,

• in thermal insulation systems,

• As the backer board of roof coverings,

• As a supporter for cabinets or panels,

• On the walls, parapets and ceilings of balconies and terraces,

• On the soffit and fascia,

• in steel column coatings,

• in the construction of site perimeter fences,

• On shaft walls.

Properties
• Thickness: 6/8/10/12 mm

• Width: 1250 mm

• Length: 2500/2800/3000 mm

• Special cuts can be made in the required dimensions in width and length.

Essential 
Characte(istlcs 

Dry Apparent Denslty 

Apparent Densily (Shipment) 

Bending Strength 
(Average of the valUes parallel and

perpendlcular ıo lhe direction 
of production in weı conditions) 

Asbestos 

Type, Category, C lass 

Reaction to Fire 
Release of 

Oangerous Substances 

Water lmpermeability 

Warm Water 

Soak/Ory 

Freeze/Thaw 

Heat/Rain 

Moisture Movement Test 

Elasticity Module 

Thickness 

Length and Width 

D eViation in 
Perpendicularltv on Edqes 

Deviation in 
Straightness on Edges 

Standard 
Oimensions and Weights 

Coefficient of 
Thermal Conductivily 

Thernıal Resistance 

Coefficient of Water 
Vapour Oiffusion Resistance 

Mean Water Vapor 
Resista nce Value (Z) 

Sound ınsulatıon 
(Sound ftodııcuı:ın ındor 
Sinot.e Numb■r "atlncı\ 

pH 

Coefficient of
Thermal Expansion 
Water Absorbtion 

lncrease in Thickness 

Porosity 

Compressive Strength 

Technical Specifications 

tepePAN Unpatterrıed / Patterned Boards 
(TepePAN Wood- tepePAN Stone 

tepePAN Brick, tepePAN Brickstone ) 
1150 kg/rn' (• 75 kg/ m') 

1400 kg/m' (± 100 kg/ m') 

2: 7 veya 13 N/mnı' (avr. 10-11 N/mm') 

Type NT (Asbestos Free) 

NT, Category A, Class 2 

fllon-combustible. Al Class (accordlng to EN 13501-Tı 

No harmful subslances ar gas emission 

No Waler Orops 

Resrstant !o hol water ► 0,75 (RL ratio) 

Reslstant to soaking and dryıng., 0.75 (RL ratio) 

Resistanl to frost ► 0.75 (RL ratio) 

NPD (No Performance Determined) 

0,05%•0.01 

≥AOOO tıı/mm· 

Dimensions and Tolerances 

L ı O% t (t: board thickness) 

Length: ± 5 mm Width: ± 3,75 mm 

s2mm/m 

5 0, 1 % x edge length 

Thrckness (mm) : 6; B; 10; 12;  

Avr. Dry Weight (kg/m'J: ~6,9;9,2 ; 11,5; 13,8; 

Width (mm): 1200, 12S0 ı Length (mm): 2500, 2800, 3000 

Other Technical Specifications 

>ı=0,2166W/mK 

46,168 x lOA-3 mıK/W ıomm)/ ss,401 x lOA-3 m1K/W 12 mm) 

fJ= 13,31 

o. ı 87 mlhPa/rng 

B mm; 30,2 ı-1; -4l dB 
12mm; 32,l -2; -3 dB 

1 0,5-12 

0,00493 rnnı/mK 
ı tıcıurs,oyweıght <15% (Ofa board in amblent laboı:aıoıy condnions) 

24 hours. by weight <25% (Ofa bOilrd in ambtent latıoratoı y corıditiOııs} 
< 1 % (After kept in water for 24 hours ) 

< 30% (Ofa board in arnbient laboratory conditionsl 

35 MPa (After 24 hours of condit!oning in 20 • ı "C walerı 
> 40 MPa(After 7 days ofconditloning in laboratory)

TURKEY 

Related 
Harmonlzed 

Standard 

fS EN 12i.67•A2:201B-11 

TS EN ıso 12572 

TS EN 12086 

TS EN ISO 717-1 
TS EN ıso 10140-2 

DiN 51045 

Jt 
TEPE

., 

BETOPAN 



o 3
LCA INFORMATION 6 SYSTEM BOUNDARIES 

Declared Unit: 1 m3 of tepePAN® fiber cement board (equals to 1150 ± 75 kg/ m3)

Time Representativeness: 2021

Database and LCA Software: Ecoinvent 3.8 and The Sima The SimaPro 9.3.0.3

System Boundaries: Cradle to gate with modules C1-C4, D and additional 

modules of A4-A5 (A1-A5+C+D)

Inventory: The inventory for the LCA study is based on the 2021 production figures for 

tepePAN® by Tepe Betopan A.Ş. production plant in Ankara, Türkiye. 

This EPD’s system boundary is cradle to gate with modules C1-C4, D and 

additional modules of A4-A5 (A1-A5+C+D).

Allocations: Allocations were done based on weighted averages of the raw 

materials when more than one source and/or transport option was used, such as 

highway plus sea shipment. 

Packaging: Products are delivered to end-users with packaging includes stretch 

nylon, interlining and wood pallet. The packaging of the final product is included in 

the LCA.

Cut-off Criteria: 1% cut-off is applied. Data for elementary flows to and from the 

product system contributing to a minimum of 99% of the declared 

environmental impacts have been included.

Assumptions: Raw materials, transport, production and, packaging materials data are 

collected from the production plant. According to customer demand, properties 

such as paint, pattern etc. can be added to the product groups. These are not 

included in the LCA study as they vary according to incoming demands from the 

customers.

Geographical Scope: The geographical scope of this EPD is global.

LCA Modelling, Calculation and Data Quality: The results of the LCA with

the indicators as per EPD requirement are given in the LCA result tables. 

According to the PCR, all energy calculations were obtained using Cumulative Energy 

Demand (CED) methodology, while freshwater use is calculated with selected 

inventory flows in SimaPro. There are no co-product allocations within the LCA 

study underlying this EPD.

REACH: No substances included in the Candidate List of Substances of Very High 

Concern for authorization under the REACH regulations are present in this 

product either above the threshold for registration with the European Chemicals 

Agency or above 0.1% (wt/wt).

TURKEY 
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0 3 LCA INFORMATION

More Information 

A 1-Raw Material Supply 

Production of cement-bonded particle boards materials which are cement, 

cellulose, aggregate and chemical admixtures are locally sourced. The 

term 11raw material supply11 refers to the extraction and pretreatment of 

raw materials prior to production. 

A2-Transport 

For the delivery of raw materials and other materials to the plant as well as 

the internal transportation of materials. transportation is important. Based on 

the information provided by the manufacturer for 2021. the transportation 

distances and routes are calculated. 

A3-Manufacturing 

Data for the LCA is based on Tepe Betopan A.$'s manufacture for the January to 

December 2021 time period in order to be representative of their operations. 

A4-Transport to Customer 

Products a re transported globally. For the transport to the customers. 

weighted average approach is considered. Based on the information provided 

by the manufacturer for 2021. the transportation distances and routes are 

calculated. 

AS-Construction Installation 

For the purpose of installing the boards and screwing them in place, energy 

must be taken into account in terms of equipment use and fuel supply. 

According to research done by the Athena Institute 4. the unit energy required 

to construct and install the concrete frame is assumed to be 0.070 MJ/kg1
.

TURKEY 

Cl-Deconstruction & Demolition 

Energy is required to consider in terms of use of equipment and supply of fuel for the 

descrewing and demolition of the boards. Unit energy for the demolition and deconstruction 

of the concrete frame to be reycled is taken as 0.070 MJ/kg based on a study conducted by 

the Athena lnstitute1

. 

C2-Transport 

A distance of 100 km is assumed for the transport of deconstucted waste materials to the 

landfill sites. A distance of 100 km is assumed for the transport of waste that goes to be 

recycled, therefore goes to the pouring sites. In all scenarios. the longest distance (worst 

case scenario) is considered. 

C3-Waste Processing 

For the wastes going to the landfill sites. there is no need for waste processing. However. for 

the wastes that go to the recycling process and used as inert filling materials. There is 

currently no applied shredding and crushing processes for the C&D wastes. They can be 

directly used as inert filling materials. Therefore for C3, no energy consumption is 

considered. 

C4-Final Disposal 

For the Tepe Betopan A.$.'s production of cement-bonded particle board wastes. 7 5% of 

landfilling final disposal method is assumed. 25% of the board wastes can be used as inert 

filler material. 

D-Resource & Recovery Stage

According to a study about construction waste process 25% of the cement-bonded 

particle board wastes is assumed as using for inert filler purposes; therefore, their 

benefits are included to the resource& recovery stage[2]. Also recycling of packaging 

materials are considered in terms of environmental impacts.

1Gervasio. H, D1rnova, S & Pinto. A (2018) Benchrndr king the l1fe-cvcle environmental µerforrnance of buildings. Sustainab1l1ly, 10(5}, 1454
2Istanbul Metropolitan Municipality: 2018, Management Plan for Debris that May Occur in a Potentially Destructive Istanbul Earthquake: 

https://8luvomezzzsk.merlincdn.net/wp-content/uploads/2022/01/ENKAZ-YONETIM-PLANI-RAPOR.pdf

Jt 
TEPE

® 

BETOPAN 



* X: Declared, ND: Not Declared.
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REFERENCES 6 CONTACT

References 

EN ISO 9001 

Quality Management Systems - Requirements 

EN ISO 14001 

Environmental Management Systems - Requirements 

ISO 14020:2000 

Environmental Labels and Declarations - General principles 

EN 15804:2012+A2:2019 

Sustainability of construction works - Environmental Product Declarations - Core 

rules for the product category of construction products 

ISO 14025 DIN EN ISO 14025:2009-11: 

Environmental labels and declarations - Type Ill environmental declarations -

Principles and procedures 

ISO 14040/44 DIN EN ISO 14040:2006-10. 

Environmental management - Life cycle assessment - Principles and framework 

(IS014040:2006) and Requirements and guidelines (ISO 14044:2006) 

TURKEY 

GPI 

General Programme Instructions of the International EPD® System. Version 4 .0. 

PCR for Construction Products and CPC 54 Construction Services 

Prepared by IVL Swedish Environmental Research Institute. Swedish Environmental 

Protection Agency. SP Tra. Swedish Wood Preservation Institute. Swedisol. SCDA. Svenskt 

Limtra AB. SSAB. The International EPD System. 2019:14 Version 1 .2.4. DATE 2024-12-20 

The International EPD® System 

The International EPD® System is a programme for type 

Ill environmental declarations. maintaining a system to verify and register EPD®s as 

well as keeping a library of EPD®s and PCRs in accordance with ISO 14025. 

www.environdec.com 

Eco invent Version 3.8

Ecoinvent Centre. 

www.ecoinvent.org 

SimaPro 

SimaPro LCA Software. Pre Consultants. the Netherlands. 

www.p re-susta inability.com 
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Contact 

Programme 

The lnternational EPD® System 

® Adress: EPD lnternational AB Box 210 60 SE-100 31 Stockholm. Sweden 

C::'.'.l E-mail: info@environdec.com 

@ Website: www.environdec.com 

Programme Operator 

EPD Turkey 

SÜRATAM - Sürdürülebilir Üretim ArGe ve Tasarım Merkezi 

THE INTERNATIONAL EPD® SYSTEM 

® Adress: Nef 09 B Blok No:7/15 34415 Kağıthane - İstanbul/ Turkey 

C::'.'.l E-mail: info@epdturkey.org 

@ Website: www.epdturkey.org 

lndependent Verification 

TURKEY EPD
®

ENVIRONMENTAL PROOUCT DECLARATIONS 

Manufacturer 

TEPE BETOPAN VAPI MALZEMELERİ SAN. VE TİC. A.Ş. 
® Adress: Beytepe Köyü Yolu No:5 06800 Bilkent - Ankara/ Turkey 

C::'.'.l E-mail: betopan@betopan.com.tr 

l Phone: +90 312 266 45 51

� Fax: +90 312 266 Dl 50 

@ Website: www.betopan.eom.tr/tr 

Contact For LCA Study 

Koray Kaysi 

R&D Engineer 

C::'.'.l E-mail: kkaysi@betopan.com.tr 

l GSM: +90 531 936 04 97 

l Phone: +90 312 266 45 51 � TEPE0 

.Ct..& BETOPAN

LCA Study Consultant 

ENEXION ENERJİ DANIŞMANLIK VE RİSK YÖNETİMİ A.Ş. 
® Adress: Akasyalı Sokak No: 5/21 4. Levent 34330 İstanbul 

l Phone: +90 212 280 0705

� Fax: +90 (212) 280 0704 

@ Website: www.enexion.com.tr 

Contact For LCA Study 

Sinem Özsoy Aydemir, Ph□s 

Sustainability Services Manager 

C::'.'.l Email: sinem.ozsoy@enexion.de 

l GSM: + 90 533 123 3570
group 
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